SPOTED ]

00922—SSD300Y/00922~SSD/00922—BSD/00922-SSD30/00922—BSD30/00922—BSD308C/00922—SSDBOSC

Material

BSD/BSD30:Made of brass SSD/SSD30:Made of SUS304

Housing Colour

BSD/BSD30:Brass Lacquered SSD/SSD30:polished S.8

LED Colour

0 Daylight White W Warm White O Red

LED

16pcs 2835 0.2W

LED Beam Angle

120°

Colour Temperature

B Warm White:2900-3200K [J Daylight: K

bulb

Features Surface mount
Working Voltage SSD/BSD:DC12V SSD30/BSD30; DC8-30V
Wattage 3.1 W
Effecti
ective Lumen/Power compared to standard | 54Lumen/20W

life TEST FOR LED LAMP (1000 hours)

Lumen Maintenance Percentage>95%

Operation Temperature

-20° ~ +45C

Certificate

RoHS | | TUV

CE
.

UL

destroyed .

The light is for type”Z” attachments. The oxternal flexible cable or cord of this
luminaire cannot be replaced;if the cord is damaged, the luminaire shell be
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Optical Parameter (Distance=3.000n) :

Equivalent Luminous flux: ¢eff = 165.11lm Efficiency: Eff=53.281m/W

Diffuse angle:

Diffuse angle:

@(25%) : 53.0degl (50%): 41.8deg? (75%) : 32.2degl (50%) : 41.8deg
@(25%) : 53.8degl (50%): 42.5deg? (75%) : 34.0degl (50%): 42.5deg

Imax=240.2cd (C=0.0deg,G=3.5deg) C0-180Plane Imax= 240.2¢d (G=3.5deq)

0.5m

1.0m

1.5m

2.0m

3.0m

Height

C0-180Plane IO0= 229, 3c¢cd

Average Illuminance Figure

664.47/917.521x

38.19%m

73.83/101.951x /‘“‘“ 114.56em

41.53/57.351x Z///\T\SX 152.75em

18.46/25.491x /\““‘——-~ 229.12em

166.12/229.381x Z?::_anmqﬁx 76.37em

Avg./Nadir.E Angle:41.80deg Diameter

Lumen Maintenance

LIFETIME FOR LUMEN MAINTENANCE

Diagram of lifetime for Lumen Maintenance
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—®—Lumen Maintenance percentage cures.

Testing Module:Lasting 1000 hrs, Temperature Range 36-40°C, Humidity:60%RH, Input Voltage:DC12V



