
Our Flagship Range.
Our low-profile design reduces the overall seal height by up to 71% 
when compared to our standard range by concealing our seal technology 
below the mounting surface. This results in a cleaner, more refined appearance.
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Low Profile Cable Seals
Black Anodized Aluminium

Achieve a premium finish, with our pioneering features:

DS-LP-21A-S/ DS-LP-21B-S 
DS-LP-21A-BLK/ DS-LP-21B-BLK
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Installation Instructions
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Tools RequiredParts List

Top Basex1 x1 Bungs x4

Gasket
No.6 x 19mm 

Screwx1 x3 x3
M4 x 6mm

Countersunk Bolt

ø2.5mm (3/32”)
ø3mm (1/18”)

Drill Bit
ø32mm (1 1/4”)

Hole Saw/Drill Bit
Pozi 

Screwdriver

Optional: 
Thread LockSilicone
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DE - Wähle Dichtung nahe dem Kabel ø.
IT – Scegliere il passafili adatto al ø del cavo.
ES - Elija el tapón con el diámetro más parecido al cable.
FR - Choisissez le joint le plus proche du diamètre du câble.

Choose bung closest to cable ø.

1 32mm (1 1/4”)

Material Drill Fixing

Soft Material
e.g. plywood

2.5mm
(3/32")

No.6 
Screw

(Included)
Hard Material
e.g. fiberglass, 
 hardwoods, acrylics

3mm
(1/8")

Metal
e.g. Steel, aluminium

4mm
(5/32")

Recommended
>12mm x M4 

Countersunk Bolt with 
washer and Nyloc

(Not included)
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Suggested pilot holes 

ø MAX 14mm (0.55”)
ø MIN 2mm (0.07”)

3.5mm (MIN)
(0.14”)
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≈  ø

ø = + 1.5mm

4a

4b

DS-LP-16-BLK

Cables from 2-8mm (0.08”-0.35”)
For connectors up to Ø16mm (0.63”)

DS-LP-21A-BLK
DS-LP-21B-BLK

Cables from 4-9mm (0.15”-0.35”)
For connectors up to Ø21mm (0.82”)

DS-LP-30-BLK

Cables from 9-14mm (0.35”-0.55”)
For connectors up to Ø30mm (1.18”).

DS-LP-MULTI-BLK

For multiple cables up to Ø15mm (0.59”)

Introducing 

• IP68 Waterproof.
• Designed for multiple cables up to 15mm (0.59”). (DS-LP-MULTI-BLK only)

•  Supplied with pre-drilled, black and split bungs (excluding DS-LP-MULTI-BLK)

•  Install cables without cutting off the connector (excluding DS-LP-MULTI-BLK)

• UV Resistant.
•  Hides the cable seal technology below the installation surface 
• Constructed from marine-grade aluminium.
• No messy sealant, ensuring a tidy finish.
• Simplified installation that saves you time and effort.
• Guaranteed 100% watertight seal.
• Perfect for solar panels, light bars, rooftop electronics, and more.
• Easy pocket install with hole saw.


